
AVOID MAJOR POWER
LINE TOWER WITH

RIGHT LANE

SHIFT ROAD TO THE EAST TO
AVOID POWER LINE TOWERS
WILL ENCROACH ON EXISTING
PROPERTY

STORAGE STRUCTURE MAY NEED TO BE REMOVED

AVOID MAJOR POWER
LINE TOWER WITH

RIGHT LANE

PROPOSED CONCRETE
MULTIUSE PATHCONCRETE SIDEWALK CONSTRUCTED BY DEVELOPER

POTENTIAL IMPACT TO
EXISTING IRRIGATION LINE
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EXTEND IMPROVEMENT TO HIGHWAY 66

APPROXIMATE ROW ACQUISITION-15'

RAISED CONCRETE MEDIAN OR XERISCAPE (TYPICAL)

CORRIDOR IMPROVEMENT TO 9TH AVENUE

APPROXIMATELY 100' OF ROW REQUIRED

APPROXIMATELY 120' OF ROW REQUIRED
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BIKE RAMP (TYPICAL)

GENERAL NOTES:
· SHIFT ROADWAY TO THE EAST TO AVOID TRANSMISSION TOWERS
· IMPROVEMENTS COULD IMPACT EXISTING IRRIGATION LINES/DITCHES
· IMPROVEMENTS COULD IMPACT PROPERTY OWNERS TO THE EAST
· RIGHT-OF-WAY ACQUISITION IS AN ESTIMATE BASED ON THE CURRENT

MUNICIPAL TYPICAL SECTION AND MAY VARY DURING ACTUAL DESIGN
· ROADWAY LAYOUTS AND LANE WIDTHS DESCRIBED BY THE STANDARD

ROAD CROSS SECTIONS IN TABLE 1.2 OF THE CORRIDOR PLAN
· BIKE ROUTE WILL BE DETERMINED BY THE FINAL ROUNDABOUT DESIGN
· ROADWAY LAYOUTS AND LANE WIDTHS DESCRIBED BY THE STANDARD

ROAD CROSS SECTIONS IN TABLE 1.2 OF THE CORRIDOR PLAN
· RIGHT-OF-WAY ACQUISITION IS ESTIMATED BASED ON THE CURRENT

MUNICIPAL TYPICAL SECTION
· 15 MPH ROUNDABOUT DESIGN SPEED
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ECLR/WCR1 AND E. 17TH AVENUE LEGEND
EXISTING RIGHT OF WAY

PROPOSED RIGHT OF WAY BASED
ON TYPICAL SECTIONS

PROPOSED EDGE OF ASPHALT

EXISTING IRRIGATION PIPE
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